LED EDGELIT EXIT SIGN
120VAC OR 277VAC
AC ONLY OR EMERGENCY OPERATION
INSTALLATION AND OPERATING INSTRUCTIONS

IM PO RTANT SAF EG UARDS e Do not let power supply cords touch hot surfaces.

@ Do not mount near gas or electric heaters.
When using electrical equipment, basic safety precautions should

always be followed, including the following: @ Do not use this equipment for other than intended use.

READ AND FOLLOW ALL

SAFETY INSTRUCTIONS SAVE
o All servicing should be performed by qualified personnel only. TH ES E I N STRU CTI ON S

@ Equipment should be mounted in locations and at heights
where it will not readily be subjected to tampering by WARNING

unauthorized personnel. Shut off AC power to branch circuits to which units will be

e The use of accessory equipment not recommended by the connected. All wiring should be per National Electrical Code
manufacturer may cause an unsafe condition. and local regulations.

INSTALLATION INSTRUCTIONS

TOP MOUNT / PENDANT MOUNT

KNOCKOUT
ENDMOUNT X
KNOCKOUT
RECESSED MOUNT
@) KNOCKOUT

BACKMOUNT
KNOCKOUT

Remove knockout appropriate to mounting
configuration desired. Proceed to Steps 2 thru 5
for end, wall and surface ceiling mounting.

PAGE 1 Proceed to Step 6 for recessed ceiling mount
9140053058 Rev. 2 instructions.
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Assemble crossbar, nut and nipple as shown and
attach to junction box with nipple protruding
outwards as shown. Route AC supply wires thru
opening in canopy and place canopy over nipple
in orientation shown.

See Step 3A for wall and end mounting.
See Step 3B for surface ceiling mounting

WRENCH

Route AC supply wires thru knockout in exit

housing and hang exit on nipple (end mount

shown - back mount similar). Route AC supply

wires thru nut and fasten to nipple to secure exit
PAGE 2 to wall. A wrench is provided in the canopy kit for
9140053058 Rev. 2 this purpose.
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CAUTION: At power up, if red and green led indicators toggle on and off in an alternating pattern, immediately turn off
AC power and check AC wiring per the chart below. Fast flashing indicates high line voltage and slow flashing indicates

low line voltage.

\ LENS
ATTACHMENT

CLIPS

CIRCUIT BOARD CONNECTOR

rly engaged
housing. Legs of lens attachment clips may be bent
outward slightly in order to improve lens retention, if
required. Remove protective film from surface of lens.
Apply self-stick chevrons as desired using supplied

template. Energize AC circuit and press test switch to
verify proper emergency transfer function (emergency
operation units only).

T CcHEVRON

TEMPLATE
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