LED OUTDOOR UNIT EQUIPMENT
120VAC OR 277VAC
EMERGENCY OPERATION
INSTALLATION AND OPERATING INSTRUCTIONS

IM PO RTANT SAF EG UARDS e Do not let power supply cords touch hot surfaces.

@ Do not mount near gas or electric heaters.
When using electrical equipment, basic safety precautions should

always be followed, including the following: @ Do not use this equipment for other than intended use.

READ AND FOLLOW ALL

SAFETY INSTRUCTIONS SAVE
o All servicing should be performed by qualified personnel only. TH ES E I N STRU CTI ON S

@ Equipment should be mounted in locations and at heights
where it will not readily be subjected to tampering by WARNING

unauthorized personnel. Shut off AC power to branch circuits to which units will be

e The use of accessory equipment not recommended by the connected. All wiring should be per National Electrical Code
manufacturer may cause an unsafe condition. and local regulations.

INSTALLATION INSTRUCTIONS

HOUSING ASSEMBLY

$ / SCREW

/ COVER ASSEMBLY

T

Use supplied T-10 Torx bit to back screw halfway
out of cover assembly (screw does not need to be
completely removed). Separate cover assembly
from housing assembly and set aside.
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HOUSING ASSEMBLY

[ COVER ASSEMBLY

Reinstall cover assembly by hooking the bottom of the cover assembly over the lip on the bottom of the
housing assembly. Then rotate the cover assembly closed at the top and secure using the screw loosened in
step 1. Refer to page 4 for operating instructions.
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